
�  Prefabricated shower partition wall elements –  
   available in two widths 

�  Easy handling and simple processing 

�  Standard-compliant substrate 
   without further sealing for private shower 
   areas according to DIN 18534 

�  Individual niche milling and matching lighting  
   technology possible 

�  Factory-fitted electric heating (optional) 

Shower partition wall elements from hard foam support material 
LUX ELEMENTS®-RELAX-TW ... – Ready for tiling!
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Visit www.luxelements.com for further information on RELAX and enquiry form for niche milling. 
Data sheets, assembly instructions and test certificates under ‘Downloads‘.

■ MOUNTING ACCESSORIES (OPTIONAL)

■ DIMENSIONS – LUX ELEMENTS®-RELAX-TW ...

Mounting adhesive 
LUX ELEMENTS®-COL-MK 

■ cartridge 290 ml  

 ■ INDIVIDUAL PACKAGING 
  ARTICLE-               ARTICLE-NAME                    CONTAINER         PACKAGING            DIMENSIONS UNIT                       WEIGHT/               WEIGHT/ 
  NUMBER                                                                                                                LENGTH X WIDTH X HEIGHT                              UNIT                      CARTON 
  LREL9000                  RELAX-TW 900                                                                                          2520 x  920 x 120 mm                                   13,50 kg                    15,50 kg 
  LREL9001                  RELAX-TW 1200                                                                                       2520 x 1220 x 120 mm                                   18,00 kg                    20,00 kg 

 ■ PRODUCT SPECIFICATIONS 
  ARTICLE-                ARTICLE-NAME                    ARTICLE-DESCRIPTION                                                                                  NOMINAL FORMATS/DIMENSIONS        UNIT 
  NUMBER                                                                                                                                                                           HEIGHT X WIDTH X THICKNESS             
  LREL9000                   RELAX-TW 900                           shower partition wall element, prefabricated from hard foam support material                        2500 x  900 x 100 mm                              piece 
  LREL9001                   RELAX-TW 1200                         shower partition wall element, prefabricated from hard foam support material                        2500 x 1200 x 100 mm                              piece 
  LREL9002                   RELAX-TW NI                              individual niche milling (90 mm deep) in RELAX-TW 900 or 1200                                       made to measure                                          piece 
  LREL9003                   RELAX-TW EH                             electric heating for RELAX-TW, factory-fitted heating mat (280 W/m2, 230 V)                                                                                          set 
                                                                                   incl. temperature sensor, individually made to measure as surcharge 
  LREL9011                   RELAX-TW LI-WW                        LED light rope warm white, protection class IP 67, 24 V, 5 m supply cable,                          max. length 500 mm                                    set 
                                                                                   for RELAX-TW NI (made to measure), incl. power supply unit 

  COLLECTIVE PACKAGING ON REQUEST

1 piece                   carton                                                                                              piece

niche milling: 90 mm deep, 
max. dimensions: 1200 x 540 mm
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